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Hydrant Markers & Tags

Markers:
Double dipped in Safety •	
Orange color paint
2 reflective, weatherproof stickers are •	
supplied so hydrants can be easily 
located at night
Standard rods are ½" with ½ loop for •	
easy installation
Large 4½" round flag—reduces chance •	
of injury
Individually wrapped and  packed 10 •	
to a bundle

Tags:
Galvanized attaching cable with •	
duplex clips
Unbreakable tempered virgin nylon•	
Numbered or lettered both sides;    •	
3 characters standard; 4 characters 
available for an additional charge
8 vivid color combinations•	
Crimping tool available•	

Galvanized Spring Flags 
W/Reflective Bands

Spring-loaded Hydrant Markers are made of one 
piece galvanized spring steel for corrosion resistance. The 
mounting bracket is part of the spring; a washer is sup-
plied. Four 6" reflective weatherproof bands are applied 
(two	red	and	two	white)	to	the	top	section	of	the	marker	
for superior visibility.

Close-up of Spring 
with washer

Hydrant Tag Crimping Tool

Shown mounted 
on 3⁄8" rod

ORANGE FIRE HYDT. SIGN 
7" O.D. 3.25" I.D.

PRODUCT 
NUMBER

05634 1A

UNIVERSAL FLAG KIT (LEXAN) 
4½" DISC W/CENTER MOUNTED 

U-CLIP & SS SET SCREW 
FITS ¼" TO ½" SHAFT

PRODUCT 
NUMBER

05819A

DESCRIPTION PRODUCT 
NUMBER

48" Hydrant Marker 3⁄8" Galvanized 41000
48" Hydrant Marker ½" Rebar 41001
52" Hydrant Marker 3⁄8" Galvanized 41004
Hydrant Tag w/Cable & Clip 41003
Hydrant Tag Crimping Tool 63970

DESCRIPTION PROD. 
NO.

4' Galv. Spring Flag w/Reflective Bands 41002
5' Galv. Spring Flag w/Reflective Bands 41002 1
4' Galv. Spring Flag w/bands 4" x 5" Flag 40999
4" x 5" Replacement Flag 40999 1
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